Max. Torque Total Length|  Weight

Ll UL ft-I?)s) Max- RPM | om ing)J (kg /?bs)

NFT-010RM1A-S 98/.72 1100 | 368/145 | 2.0/4.4

NFT-051RM1A-S 49/36 1100 231/9.1 | 1.9/4.2

Standard Tool NFT-101RM1A-S1 | 9.8/7.2 500 281/111 | 2.1/46

NFT-101RM1A-S 9.8/7.2 1100 231/91 | 1.9/42

NFT-201RM1A-S | 19.6/145 500 281/111 | 2.1/46

NFT-201RM3A-S | 19.6/14.5 790 333/9.1 | 4.3/95

NFT-301RM2A-S | 29.4/217 600 337/133 | 25/55

NFT-401RM1A-S | 39.2/28.9 250 281/111 | 2.1/46

High Speed Tool NFT-401RM3A-S | 39.2/28.9 790 333/9.1 | 4.3/95

NFT-601RM3A-S | 58.8/43.4 790 333/9.1 | 43/95

NFT-801RM3A-S | 78.4/57.8 500 368/145 | 45/99

Part Number “(”Sﬁqff?ﬁ%‘s‘)e Max. RPM T‘Ztn";"m'-fi”ng)‘h (‘k"ée/‘?g‘st) NFT-132RMBA-S 128/ 94 395 377/148 | 55/12.1
NFT-152RMBA-S | 147/108 317 356/14.0 | 55/12.1

NFT-081RH1x-SA | 7.8/5.8 3000 | 255/10.0 |143/31| |\ oo o | 106/ 145 22 2987157 | 607132
NFT-211RHIx-SA | 21.0/155 | 1220 | 280/110 |143/31| [\rra02RvBAS | 294/ 217 150 416/164 | 90/ 198
NFT-311RH1x-SA | 31.0/22.8 | 855 | 280/110 |143/31] |NFT-5802RVA-S 290 361 155 250/ 177 | 1407309
NFT-411RH1x-SA | 41.0/30.2 | 635 | 280/110 |143/31| [NFT-802RVA-S ~85/578 100 516/203 | 150,331

NFT-401RH3x-SS | 39.2/28.9 1980 400/15.7 | 4.2/9.2 NFT-103RM5-S 981 /723 60 760/ 29.9 50/ 110

NFT-801RH3x-SS | 80.0/59.0 | 1000 | 407/16.0 | 42/9.2 | |NFT-203RV5-S 1961 / 1445 60 760/29.9 | 50/110

NFT-132RH3x-SS | 130/958 | 580 | 407/16.0 | 43/9.5 | |NFT-303RM5-S | 2942 /2168 25 866/34.1 | 70/154

NFT-202RH3x-SS | 200/ 147 408 | 425/16.7 |5.2/11.4| |NFT-403RM5-S | 3922 /2891 25 866/34.1 | 70/154

RHXxA or C—Cable exits motor towards end of tool (Add 5” to motor Length)
RHxB or D—Cable exits motor towards front of tool (Shown Above)

(“C” or “D” designations used for 211, 311, 411 tools only)

High Speed Tools feature (1) single motor cable vs. (2) cables on standard tools

RMxA - Standard Motor Cable (Shown)
RMx - Pigtail Motor Cable (Optional)

Part Number Max. Torque Max. RPM Total Le.ngth Weight
(Nm/ ft-lbs) (mm/ in) (kg / Ibs)
NFT-051RM1A-O 49/3.6 1100 308/12.1 25/55
NFT-101RM1A-O1 9.8/7.2 500 308/12.1 27/6.0
NFT-101RM1A-O 9.8/7.2 1100 308/12.1 25/55
NFT-201RM1A-O 19.6/14.5 500 358/14.1 2.71/6.0
NFT-201RM3A-O 19.6/14.5 790 422/16.6 | 6.8/15.0
NFT-301RM2A-O 29.4/21.7 600 436/17.2 | 3.2/7.0
NFT-401RM1A-O 39.2/28.9 250 380/15.0 3.0/6.7
NFT-401RM3A-O 39.2/28.9 790 422/16.7 | 6.8/15.0
NFT-601RM3A-O 58.8/43.4 790 422/16.7 | 6.8/15.0
NFT-801RM3A-O 78.4/57.8 500 457/18.0 | 6.8/15.0
NFT-132RM3A-O 128/94 395 497/19.6 8.0/17.6
NFT-202RM3A-O 196/ 145 222 533/21.0 9.5/20.9
NFT-302RM3A-O 294 /217 150 566/22.3 13.5/29.8
NFT-502RM4-0O 490/ 361 155 642/25.3 23.0/50.7
NFT-802RM4-O 785/578 100 738/29.1 31.0/68.4

RMxA - Standard Motor Cable (Shown)
RMx - Pigtail Motor Cable (Optional)

For drawings or more information visit www.fec-usa.com
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Part Nurber Max. Torque Max. RPM Total Leﬁgth Weight
(Nm/ ft-Ibs) (mm/in) (kg / Ibs)

NFT-201RM1A-A55 30/22 320 4335/17.0| 4.2/9.2

NFT-401RM1A-A55 55/40 160 4335/17.0| 4.2/9.2
NFT-801RM3A-A130| 122/89 320 551.5/21.7| 9.5/20.9
NFT-132RM3A-A250| 170/125 295 580/22.8 | 11.0/24.2
NFT-202RM3A-A250| 250/ 184 165 599/23.5 | 11.5/25.3
NFT-202RM3A-A375| 304 /224 140 640/25.2 | 145/31.9
NFT-302RM3A-A375| 373/275 99 655/25.8 | 17.5/38.5
NFT-302RM3A-A475| 475/ 350 70 658 /259 | 22.2/48.9

RMxA - Standard Motor Cable (Shown)
- Pigtail Motor Cable (Optional)

RMx

Max. Torque Total Length ~ Weight

PartNumber ft-I?)s) Max- RPM rrmy ing)J (kg /?bs)

NFT-101RML1-SU 9.8/7.2 1100 141/55 25/55

NFT-201RML-SU  19.6/14.5 500 141/55 25/55

NFT-401RML-SU  39.2/28.9 250 141/55 25/55
NFT-132RM3-SU 128194 395 169/6.7  6.5/14.3
NFT-202RM3-SU 196/ 145 222 190/75 7.0/15.4
NFT-302RM3-SU 294/ 217 150 217/85 10.0/22.1

()

Max. Torque Length Stroke Square Drive

Model (Nm/ftlbs) | (mm/in) | (mm/in) (mm/ in)
SA-12004-38 40/29.5 213/8.4 50/2.0 9.5/.38
SA-12001-50 80/59.0 219/8.6 50/2.0 12.7/.50
SA-12003-50 120/89 229/9.0 50/2.0 12.7 /.50
SA-12002-62 200/ 148 229/9.0 50/2.0 15.8/.63
SA-12007-75 300/ 221 229/9.0 50/2.0 19.0/.75
SA-12031-75 500/ 369 245/9.6 50/2.0 19.0/.75

Standard models shown - optional lengths, strokes and square drives available

Width Height Depth Weight

el S (mm / in) (mmgll in) (mme in) | (kg /?bs)
AFC1500 Multi-2 NA 70/2.8 235/93 | 170/6.7 | 1.4/3.1
SAN 3-24 RML, RM2  60/2.4 235/93 | 170/67 | 1.4/3.1
SAN 3-24H RHL 60/2.4 235/93 | 170/67 | 1.4/3.1
SAN 3-40 RM3 70/2.8 235/9.3 | 170/67 | 1.6/35
SAN 3-60H RH3 70/2.8 235/93 | 170/67 | 1.6/35
SAN 3-120T RVA 100/39  235/93 | 170/67 | 3.2/7.1
SAN 3-120W RM5 123/48  235/93 | 170/67 | 3.5/7.7

For drawings or more information visit www.fec-usa.com




